
10 Foot Ensemble Kit 1010F-04
Diagram of Frames

Hardware is labeled as seen in diagram below:
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Ensemble Display
General Assembly Instructions

Updated 4/27/2017

Note: Assembly is the same for all shapes and sizes of Ensemble frames
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1. Straighten and assemble all 
bungeed poles.

2. Connect poles to corners. 
(See diagram to on next page)

5. Zip up the bottom graphic. 6. Using the frame diagram, attach 
corresponding feet to frames.

4. Lay frames down. Pull pillowcased 
graphic over frame and zip closed.

3. If your kit includes a center or 
horizontal support pole, insert it into 
the corresponding holes.

2. Slide light onto clamp and 
connect power cable.

1. Clamp light clamp on top bar.
Tip: Put lights on before standing the display up.

LED Lights
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StoreFront Product Stand
Shelf Rack Assembly Instructions

1. Begin building the center of the 
base by installing the corner pieces on 
each end of the center base pole.

3. Extend the bungeed vertical poles and 
attach them to the base.

4. Attach the shelf brackets 
to the keyholes in the 
vertical poles.

5. Set the shelves on top of 
the brackets so the magnets 
snap onto the brackets.

Assembly is the same for any size 
StoreFront Shelf Rack.

2. Complete the base assembly by adding 
the two poles with curved ends.

NOTE: Ensure part 
labels match

Magnets

Shelf

Shelf Bracket

Keyholes

5. Install the angled top after 
the shelves are installed. 
Evenly press on both ends 
during installation.   

Take the display apart in reverse assembly order. 
If it is di�cult to disassemble the base, place feet 
as shown above. Pull up at both ends of pole 2 to 
remove pole 1. Pull with even pressure. 
Flip the part and repeat to remove tube 3. 
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